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Quadplexer 900/1800/2100/2300Mhz  

Model : GWC-9182123-4/1-WB-(DF) 

 
 

 

 

 

 

 

 

 

 

 

 

Technical Specifications : 

Model/Type

Band 900 Mhz 1800 Mhz 2100 Mhz 2300 Mhz

Frequency range (MHz) 380-960 MHz 1710-1880 MHz 1920-2170 MHz 2300-2700 MHz

Insertion loss

Isolation

VSWR

Intermodulation  

Power

Impedance

DC/AISG path

Lightning protection

Operating temperature

Storage temperature

Relative humidity

Indoor or outdoor

Connectors

Weight

Electrical Specifications
GWC-9182123-4/1-WB-(DF)

≤0.5 dB

≤1.3

≤-150dBc (3rd order with 2×20W)

≥50dB

 ≥200W AVG

50 Ω

By-pass (Max.3000mA)

Mechanical Specifications

DIN-Female

TBA

3 KA,10/350 μs pulse

Environmental Specifications

-20 °C to +65 °C

-40 °C to +85 °C

5- 95%

Indoor / outdoor (IP67)

 

 

 

 Features: 

*Low Insertion Loss 

*50dB Input Isolation 

*High Power Handling 

*Dust, water, shock, lighting strike resistance 

* Built-in lightning protection 
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Principle Diagram : 

 

 

 

 

 

 

 

 

Product Pictures : 
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